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Features and Benefits 

TIA/EIA 604 compliant 

Compatible with FC style adapters 

Adapter compatible with FC style connectors 

Pre-radiused zirconia ferrule to m inim ize field polishing 

Nickel plated brass components and zinc plated steel music wire spring 

Field installable and maintainable 

Split zirconia sleeve for improved insertion loss 

Components are DFAR compliant, machined, finished and assembled in the USA 

Compatible with standard hand and machine polishing equipment 

Tech n ica I and Perform a nee Characteristics 

Optical Insertion Loss 

Return Loss 

Mating Durability 

Torque 

Withdrawal Force 

Tensile Loading 

Operating Temperature 

Cable Retention 

Corning Optica I Communications 

Single-mode 9/125 µm: 0.50 dBmax, 0.35 dBtyp 

Multi mode 62.5/125 µm: 0.50 dBmax, 0.14 dBtyp 

>30 dB MMF, >45 dB SMF with PC polish

500 cycles per EIA-455-21 

6.5 in-lbs. 

200-600 grams

20Ib for 1 minute 

-45°C to+ 110°C (epoxy dependent)

> 22 Ibs.
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High Reliability FC Connector and Adapter Dimensions 

DUSTCAP 1.82"1 .125" MAX. 
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FC HIGH RELIABILITY _l_ DUSTCAP ADAPTER

SHORT LENGTH DIMENSIONS FOR FC .50" 
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